
  Available sizes: 
 up to 1" rib height  
 1-1/4” rib height

Non-profile specific

No roof measurements,  
chalk lines, sealants  
or clips required for  
installation

Contact your Metal Panel  
Manufacturer for product information.

Build it better with

RIDGE VENT MATERIALRIDGE VENT MATERIAL

Contractor 

Approved!

   PANELS: 
   PBR 	 	 Classic 7/8 Corrugated

	 	 	 Tuff Rib 		 Classic V Rib

T-3 		 	 BR-36

	 	 	 GR7 	 	 HR-34

 



Vented Ridge Product Typical Properties
Property Test Description Results 
Panel Fit 2 Sizes Fit Most Panels 

Net Free Area 1" Nominal Thick 8.5 Sq.In. Per LF-Slope 
17 Sq.In. Per LF-Ridge 

Air Permeability ASTM D737 760 Cu.Ft. per Min. 
Heat Resistance 180º for 500 Hrs. No Change 

Humidity Resistance ASTM D2247-97 No Change 
Cold Crack F87260 Sec. 4-C14 -55º C (-130º F) 

Cold Resistance 10º for 500 Hrs. No Change 
Snow Infiltration CRL 5704 0 
Tear Strength ASTM D3574 3.5 PPI 

Tensile Strength ASTM D3574 16 PSI - Elong. 175% 
Compressive Strength ASTM D3574 1.8 PSI@75% 

Abrasion ASTM D1175 No Damage 

Water Immersion 500 Hrs. No Change
QUVV Weatherometer ASTM G154 No Change

Attic Ventilation UBC Code Meets Code

®

Ground Applied:

®

Provides Lowest In-Place Cost:

®

®

®

®

®
SALES AND SERVICE CENTERS:

1 2 3

VERSAVENTVERSAVENT
RIDGE VENT MATERIALRIDGE VENT MATERIAL

Durable: 

Product Advantages:


